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RIDGID® | Your Success is our Business

RIDGID® stands for a wide range of
innovative and unique tools and
offers its customer a total solution
for his pipe working needs: from
threading and roll grooving to press
fitting, from pipe cleaning to pipe
inspection and location,… 
Today, the company is one of the
world’s leading manufacturers of
pipe working equipment. 

Since 1923, RIDGID® has remained the symbol of certainty to
dedicated professionals of the expert trades. We at the Ridge Tool
Company take this heritage seriously. This is why every tool that
bears the RIDGID® brand is engineered to the same high standards
of quality, strength, and endurance as was that first heavy-duty
pipe wrench more than 80 years ago.

Ever since the introduction of that revolutionary product, our
expectations have been to exceed those of our customers through
industry leading products and support that provide:
• Confidence that RIDGID® products will consistently perform in

the harsh demands of the professional’s work site.
• Efficiency which results in faster work, more jobs, and

improved profits. 
• Industry Innovations to help our customers create new

services and income sources.

The RIDGID® brand is a promise to our customers which we
continue to honor every day. When selecting the tools on which to
stake your reputation, know that professionals choose the market
leader. 
The difference is distinct. The difference is RIDGID®.

Fast facts on RIDGID®’s organisation:

• The RIDGID® Company has its world headquarters in Elyria, Ohio.
• The RIDGID® Company has been part of Emerson Electric since 1966.
• RIDGID® has manufacturing facilities in the USA, Asia and Europe. 
• RIDGID® sells its products in more than 140 different countries through

its professional distribution network.
• In 1991, RIDGID® strengthened its presence in Europe by establishing

its European headquarters and Central Distribution Centre for EMEA in
Leuven, Belgium, at the very heart of Europe.

• Strategic acquisitions:
1996 Peddinghaus - Gevelsberg, Germany
2001 Von Arx - Sissach, Switzerland

For further information on RIDGID® or Emerson,
please visit our websites
at www.ridgid.eu
and www.emerson.com.

Your Success 
is our Business

Why do so many professionals choose RIDGID® tools? The answer is
simple…trust. Millions of RIDGID® tools go to work every day in plants, 
on construction sites and in countless other harsh environments. 
These tools operate in extremes of heat and cold, withstand dirt and mud,
and perform reliably day in and day out. RIDGID® tools are known the world
over as industry-leading products that allow professionals like you to
complete jobs more quickly and reliably.

One of the design parameters for developing RIDGID® tools is efficient
operation. We engineer ease-of-use into every product. And, we include
innovative features to ensure that our tools and machines get jobs done 
as quickly as possible without compromising quality. 

Developing and manufacturing innovative products to meet the ever-
changing demands of your job are a continuous process at Ridge Tool. 
Not only do our evolving technologies help you solve today’s problems, 
they are designed to address your future needs as well.

As a dependable partner for working professionals, we listen to your needs
and encourage your feedback. We then use that information to provide you
with the tools, equipment and support you’ve asked for. 

The intuitive nature of our products helps you reduce your labor costs. 
For example, our line of pipe and drain locating equipment is designed for
high performance, yet simple operation. With RIDGID®, you spend less time
training your employees and more time driving your business.

Even though selling tools is our business, we help you rely on fewer tools to
get jobs done. Efficient operation means more jobs, higher revenues and
increased customer satisfaction. We are committed to introducing new ways
to help you grow your business and prosper.
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Key Success Factors | RIDGID®

Professional People
RIDGID® has always been able to count on very talented and committed
employees who remain loyal throughout their long careers and who share the
ambition of growing with their company.
They are proud professionals, experienced and dedicated. The company looks
after their continuous development and individual self-fulfilment by investing
in suitable training programmes. 
RIDGID® is convinced that customer satisfaction can only be
achieved by highly motivated, satisfied employees!

Long-standing Tradition
For more than 80 years, RIDGID® has been a reliable partner, delivering
durable product quality and pride in workmanship. RIDGID® obtained its
leadership position largely through consistent excellent relationships with
distribution partners and a continuous dialogue with pipe tool professionals. 
Furthermore, RIDGID® is banking on technological expertise and tradition in
the area of pipe working tools and threading equipment to consolidate its
leadership in these domains. 
RIDGID®’s rich tradition enables it to offer a complete solution for the
pipe working industry and makes it THE reference in the market. 

Continuous Innovation
RIDGID® makes ongoing investments in the development of new products
with a high level of added-value, using the latest technologies. Product
development demands modern methods and technology. Full engineering and
research is conducted at Ridge’s extensive Research & Development Centres
throughout the world.
This relentless commitment to innovation is also expressed in Ridge’s
strategic acquisition and partnership policy. 
RIDGID® is able to meet the growing demand for faster and more
cost-efficient installation thanks to its continuous development of
new products.

Centralised Logistics
General warehousing facilities and distribution centres are strategically
positioned around the world to better serve Ridge’s ever-growing list of
customers. The European Central Distribution Centre is located in Leuven,
Belgium. 
RIDGID® customers worldwide benefit from optimisation of service levels,
implementation of EDI, internet based distribution portals and tailor-made
logistics supported by major IT developments.
RIDGID® provides state of the art tailor made logistics services.

RIDGID®

Key Success Factors

Emerson Network Power™ – reliable power, precision environmental
and connectivity solutions for today’s telecommunications and data
network infrastructure.

Emerson Process Management™ – totalprocess industry intelligent
field devices, performance software and consulting and engineering
expertise.

Emerson Climate Technologies™ – heating, ventilating, air
conditioning and refrigeration technologies and systems for commercial
and residential applications.

Emerson Storage Solutions™ – innovative, sturdy and secure shelving
and storageproducts and solutions for residential, commercial, and
industrial locations.

Emerson Professional Tools™ – a broad range of tools and equipment
for professional trades throughout the world.

Emerson Motor Technologies™ – motor and drive solutions and
customized technologies that power everything from consumer
appliances to large industrial applications.

Emerson Industrial Automation™ – motion control systems and
components; plastics joining and precision cleaning equipment; and
materials testing equipment and supplies.

Emerson Appliance Solutions™ – engineering and technologies for
design and delivery of integrated appliance solutions for the residential
and commercial marketplace.

Ridge Tool Company, a subsidary of Emerson, is part of Emerson Professional Tools™.
Emerson (NYSE: EMR) has more than 60 divisions that operate approximately 
245 manufacturing locations worldwide with over 110000 employees, and markets
products in over 150 countries.
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RIDGID® | RIDGID® is Meeting its Clients Commitments

RIDGID®

is Meeting its Client
Commitments
Worldwide Presence: 
RIDGID® products are now sold in over 140 countries and key part of the
company strategy is the positioning of its manufacturing distribution and
sales operations throughout the world.
RIDGID® local sales representatives and product demonstrators are there to
support professional distribution partners and end-users.

Effective Marketing & Sales Support:
For many years, RIDGID® has implemented a marketing strategy which has
made it a leading brand in the pipeworking industry.
Distribution partners benefit from product catalogues, call centre actions,
advertising campaigns, trade fairs, brochures, calendars,…

Dedicated Customer Service: 
Local teams of experienced customer service employees daily assist
worldwide distribution partners in offering excellent service to its customers. 
RIDGID® provides excellent after-sales service through a network of factory
and independent authorized Service Centres in order to guarantee the
optimal usage and lifetime of its products.

Professional Training Centres: 
RIDGID® invests heavily in programs to train its own employees, distributors
and end users. 
Training facilities in Europe include; 
- Leuven, Belgium
- Gevelsberg, Germany
- Copenhagen, Denmark 
All training programmes are tailored to the client’s needs and requirements. 



5

RIDGID® likes to inform you about new products and services.
Register at www.ridgid.eu

Product and Service Support Online 24/7 | RIDGID®

Product and Service
Support Online 24/7
Search the Complete Offering of RIDGID® on
www.ridgid.eu

Our web site offers the latest information and support available in local
language:
• New and existing products.
• Request a demonstration.
• Contact points.
• Operator’s manuals.
• Service Centers.
• And more…

Get RIDGID® Service from Where the Pros Go
For optimum service of your RIDGID® tools and equipment, there is no
better choice than an authorized RIDGID® Service Center. 

To locate the service center near to you go online at www.ridgid.eu

Insist on Genuine RIDGID® Replacement Parts
RIDGID® products are designed and built to the highest quality standards
to perform specific tasks with optimum and lasting efficiency. Tool
components are made to complement each other to form an ideally
functioning “system.” As with any tools, certain parts will need to 
be replaced from time to time. To preserve the high standards of
performance you expect from RIDGID® tools, it is important to make 
sure you use trademarked RIDGID® replacement parts. 

Look for, and insist on, the “Genuine RIDGID® Replacement Parts” label
on all of the parts you buy. It is your best assurance of performance,
efficiency and long service life.

Parts and Repair Parts Catalogue
Catalogue illustrating parts for hand tools, machines and drain
cleaning products are available upon request and cover all tools 
listed in this catalogue. For ordering the exact parts needed, be 
sure to order by the catalogue numbers that appear in the parts
catalogue, as well as any other data that will help us avoid errors 
in filling the order. 
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RIDGID® | Anatomy of a Legend

Anatomy of a Legend

Replaceable, twice hardened
alloy steel jaws. Precision-
milled, biased tooth design
maximizes gripping strength
and tool life.

RIDGID® Lifetime Warranty.

Large flange prevents nut from
being inadvertently rotated
when wrench is set down.

Convenient hanging hole for
easy storage. Enlarged handle
end prevents slippage.

I-Beam handle allows for 
maximum strength and minimal
weight.

RIDGID® Pipe Wrenches are world-renowned for their unsurpassed toughness and serviceability. The original heavy-
duty pipe wrench, pictured below, has earned the confidence of pipe professionals for over 80 years because it does
the job right the first time, every time. RIDGID® Pipe Wrenches are also available in a wide variety of purpose-built
configurations, and are available with cast aluminum handles that offer an average 40% weight reduction. 

Full floating forged hook jaw
for fast ratcheting action.

Graduations on hook jaw show
approximate size of opening
for different pipe sizes.

Knurled adjustment nut for
easy one-handed operation. Extra large self-cleaning

threads.

Wide gripping surface for
increased comfort.

Proudly manufactured at RIDGID® headquarters in Elyria, 
Ohio, U.S.A.



Clamping
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Clamping | Wrenches

Inch mm Inch mm O.D.

31050 E-6 6 150 3/4 27 0,2 6 
31055 E-8 8 200 1 34 0,3 6
31060 E-10 10 250 1 1/2 48 0,8 6 
31065 E-12 12 300 2 60 1,2 6
31070 E-14 14 350 2 60 1,6 6
31075 E-18 18 450 2 1/2 76 2,6 6
31080 E-24 24 600 3 89 4,4 6
31085 E-36 36 900 5 141 8,7 1

Inch mm Inch mm O.D.

89435 14 14 350 2 60 1,0 6 
89440 18 18 450 2 1/2 76 2,6 6
89445 24 24 600 3 89 4,4 6

Inch mm Inch mm O.D.

31000 6 6 150 3/4 27 0,2 6 
31005 8 8 200 1 34 0,3 6
31010 10 10 250 1 1/2 48 0,8 6 
31015 12 12 300 2 60 1,2 6
31020 14 14 350 2 60 1,6 6
31025 18 18 450 2 1/2 76 2,6 6
31030 24 24 600 3 89 4,4 6
31035 36 36 900 5 141 8,7 1
31040 48 48 1200 6 168 15,6 1
31045 60 60 1500 8 219 23,3 1

No. E-14

No. 14

No. 14

Heavy-Duty Offset Pipe Wrench
• Features a jaw opening parallel to the handle and a narrower hook jaw head

which provides easy entry into tight spots.

The Original Heavy-Duty Pipe Wrench
RIDGID®, the world’s leading manufacturer of pipe working tools, produces today millions of pipe
wrenches with types and sizes to fit every application. All current RIDGID® wrenches are based on
the same timeless design as the original RIDGID® Heavy-Duty wrench dating from 1923. Often
copied, but has never been improved upon. RIDGID® leads the way.

Straight Pipe Wrench
• Sturdy, cast-iron housing.
• I-beam handle with full floating hook jaw.
• Nonstick adjustment nut.
• Replaceable heat-treated hook and heel jaws.

End Pipe Wrench
• Assures a fast and easy grip for pipe working in restricted spaces or close

to a wall.

Inch mm Inch mm O.D.

31395 10 10 250 1 1/2 48 0,9 6

Inch mm Inch mm O.D.

31400 — 12 300 3/8 - 2  5/8  10 - 67 1,1 6

Rapwrench®

• With a deeper and broader hook jaw housing provides a smooth, flat
surface that is ideal for occasional use as a hammer.

No. 10

Spud Wrench
• Features narrow jaws to fit into tight places.
• Smooth, toothless jaws.
• Ideal for square or rectangular stock.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

When using a pipe wrench, a gap must be maintained between the
shank of the hook jaw and the pipe or fitting. This permits the two
gripping points (the heel and the teeth of the hook jaw) to produce 
the gripping action of the wrench.
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Wrenches | Clamping

Inch mm Inch mm O.D.

90107 E-910 10 250 1 1/2 48 0,4 6 
90117 E-914 14 350 2 60 1,1 6
90122 E-918 18 450 2 1/2 76 1,7 6
90127 E-924 24 600 3 89 2,7 6

Inch mm Inch mm O.D.

31090 810 10 250 1 1/2 48 0,4  6
47057 812 12 300 2 60 0,7  6
31095 814 14 350 2 60 1,1   6
31100 818 18 450 2 1/2 76 1,7  6
31105 824 24 600 3 89 2,7   6
31110 836 36 900 5 141 5,0  1
31115 848 48 1200 6 168 8,4  1

Inch mm Inch mm O.D.

31120 14 14 350 2 60 0,9 6 
31125 18 18 450 2 1/2 76 1,6 6
31130 24 24 600 3 89 2,7 6

Aluminium wrenches
• Nearly 40% lighter than comparable cast-iron models of the same size.
• Jaws and all other parts identical to RIDGID® heavy-duty wrenches.

Aluminium Straight Pipe Wrench

Aluminium Offset Pipe Wrench

No. 14

No. E-914

No. 814

Aluminium End Pipe Wrench

Inch mm Inch mm O.D.

10348 10 10 250 1 1/2 48 1,0 1
10358 14 14 350 2 60 1,6 1No. 14

RapidGrip®

• Designed to provide fast & secure clamping.
• True one-hand operation.
• Spring-loaded hookjaw provides rapid ratcheting action.

Inch mm Inch mm O.D.

12693 14 14 350 2 50 1,0 6
12698 18 18 450 3 75 2,2 6

No. 18

Aluminum RapidGrip®

NEW

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.
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6 E-6 3/4 31420 31470 — 31570 31575 31560 31565 31555
8 E-8 1 31425 31475 — 31595 31600 31585 31590 31580

10 E-10 1 1/2 31430 31480 31510 31615 31625 31610 31620 31605
12 E-12 2 31435 31485 — 31645 31650 31635 31640 31630
14 E-14 2 31440 31490 31515 31665 31650 31635 31660 31655
18 E-18 2 1/2 31445 31495 31520 31685 31690 31675 31680 31670
24 E-24 3 31450 31500 31525 31710 31715 31700 31705 31695
36 E-36 5 31455 31505 31530 31735 31740 31725 31730 31720
48 — 6 31460 — 31535 31760 31765 31750 31755 31745
60 — 8 31465 — — 31785 31790 31775 31780 31770

10 Rapwrench® 1 1/2 32775 — — 31615 31625 31610 31620 31605

For additional wrench parts, see Hand Tool
Parts Catalogue

Inch mm Inch mm Inch mm Inch mm

31335 1 17 425 1/2 12 2 60 3 1/2 90 0,5 1
31340 2 17 425 1 1/8 30 2 60 3 1/2 90 0,8 1
31345 2 30 760 1 1/8 30 2 60 5 1/2 135 0,8 1
31350 2 24 600 1 1/8 30 2 60 5 1/2 135 0,8 1
31355 2P* 17 425 1 1/16 27 2 60 3 1/2 90 0,8 1
31360 5 29 1/4 750 1 3/4 45 5 141 7 175 0,9 1
31365 5 48 1200 1 3/4 45 5 141 12 300 0,9 1
31370 5P* 29 1/4 750 1 3/4 45 5 141 5 1/2 135 1,0 1

Inch mm O.D. Inch mm Inch mm

31310 C-12 Light-Duty 300 2 60 4 100 15 3/4 390 0,8 1
31315 C-14 Heavy-Duty 320 2 60 5 125 18 1/2 460 1,2 1
31320 C-18 Heavy-Duty 435 2 1/2 76 5 125 20 1/4 500 2,7 1
31325 C-24 Heavy-Duty 580 3 89 5 125 20 1/4 500 3,7 1
31330 C-36 Heavy-Duty 700 4 1/2 110 7 1/2 185 29 725 7,1 1

No. 2

No. C-14

Clamping | Wrenches

Chain
Wrench
• A double jaw gives fast, ratchet-like

action in either direction.
• Heavy duty models have replaceable

alloy steel jaws.
• The light-duty model has a one-piece

forged alloy steel handle and jaw.
• Ideal for use in close quarters.

Strap
Wrench
• Designed for clamping polished

pipe.
• Strong, woven nylon strap gives

tight grip.
• Polyurethane-coated strap prevents

scratching.
• Replacement straps available.

Cat. No. Model No. Handle assy Pin Strap

31335 1 (17”) 32005 32010 31990
31340 2 (24”) 32040 32045 32015
31345 2 (30”) 32040 32045 32020
31350 2 (48”) 32040 32045 32025
31355 2p 32040 32045 32035
31360 5 32075 32080 32050
31365 5 32075 32080 32055
31370 5p 32075 32080 32065

Replacement straps

Model No. Handle assy Jaw assy Pin Chain assy

C-12 32525 — 32535 32530
C-14 32540 32550 32560 32545
C-18 32565 32575 32580 32570
C-24 32585 32590 32580 32570
C-36 32595 32600 32610 32605

Replacement Chains

Wrench Parts

*Models available for plastic pipe.

Wrench
Size

Heel
Jaw & Pin 
Assembly

Coil & Flat
Spring

Assembly

Hook
JawPinNut

Handle Assembly

Str. Cat.
No.

Cat.
No.

Cat.
No.

Cat.
No.

Cat.
No.

Straight 
Iron

Pipe 
Cap.End

End
Iron

Straight 
Aluminium 

Cat.
No.

Cat.
No.

Size Pipe 
Capacity

Chain
Length Weight

kg
Std.

PackTypeModel
No.

Cat.
No.

Length
mm

Strap
Width

Pipe 
Capacity

Tube
Capacity O.D. Weight

kg
Std.

Pack
Model

No.
Cat.
No.

Strap
Length

Cat.
No.
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‘S’ - 1”

45° - 1”

90° - 1”

Inch mm Inch mm O.D.

19261 S - 1/2” 9 1/2 245 1/2 35 0,4 6
19271 S - 1” 12 1/2 320 1 42 0,8 6
19281 S - 1 1/2” 16 1/2 415 1 1/2 60 1,4 6
19291 S - 2” 21 534 2 70 2,6 6
19301 S - 3” 25 630 3 120 4,2 6

Inch mm Inch mm O.D.

19211 45° - 1/2” 9 1/2 245 1/2 35 0,4 6
19221 45° - 1” 12 1/2 320 1 42 0,8 6
19231 45° - 1 1/2” 16 1/2 420 1 1/2 60 1,4 6
19241 45° - 2” 21 540 2 70 2,7 6
19251 45° - 3”  25 630 3 120 3,5 6

Inch mm Inch mm O.D.

19161 90° - 1”  12 310 1 42 0,8 6
19171 90° - 1 1/2”  16 1/2 420 1 1/2 60 1,4 6
19181 90° - 2”  22 560 2 70 2,7 6
19191 90° - 3”  24 1/2 625 3 105 4,1 6
19201 90° - 4”  29 1/2 750 4 130 4,9 6

Wrenches | Clamping

2-Handle Wrench
• Chrome-vanadium steel.
• Induction hardened jaws.

”S” Jaws Model

45° Jaws Model

90° Jaws Model

Inch mm Inch mm

31305 E-110 Offset 9 1/2 240 1 1/8 - 2 5/8 29 - 67 — 0,6 6
31275 17 Straight 14 1/2 362 5/8 - 1 1/4 16 - 30 — 2,0 6
31280 25 Straight 20 500 1 - 2 25 - 50 — 4,0 6

No. E-110

Hex
Wrench
• Hex jaw design gives multi-sided,

secure grip.
• Hex nuts, square nuts, unions,

and valve packing nuts.
• The extra-wide opening offset

model is ideal for securing drain
nuts on sinks and tubs.

Length Capacity Tube
Capacity

Weight
kg

Std.
PackTypeModel

No.
Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Size

Pipe Capacity Weight
kg

Std.
Pack

Size

Model
No.

Cat.
No.

Model
No.

Cat.
No.
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Chain Tongs
• Designed and sized to provide extra leverage for

the toughest jobs.
• Forged and heat treated jaws.
• Reversible jaws on all models except for model

3215.
• Hardened chain links & pins.

Inch mm Inch mm O.D.

18371 1140 8 1/2 215 3/4 27 0,4 6
18381 1141 11 280 1 34 0,7 6
18391 1142 14 3/4 375 1 1/2 48 1,3 6
18401 1143 21 1/2 545 2 1/2 76 2,8 6
27931 1144 28 1/2 720 3 1/2 89 5,3 1

Inch mm Inch mm 

62347 707 Tongue and Groove Pliers 7 178 3/4 19 0,2 6
62352 710 Tongue and Groove Pliers 10 254 1 1/2 38 0,5 6
16473 713 Tongue and Groove Pliers 13 330 2 1/2 64 0,9 6
62362 716 Tongue and Groove Pliers 16 406 4 100 1,2 1
80475 734 Water Pump Pliers 10 254 2 51 0,4 6

Clamping | Wrenches

Tongue
and Groove
Pliers
• Tongue and Groove pliers feature a flush rivet design.
• Provides a stronger tool and allows access to tighter areas.

Water Pump Pliers
• Extremely durable chrome-vanadium steel.
• New jaw design for instant grip on pipe.
• No need to continually squeeze both handles.

Grip Wrench
• 2-Handle wrench with heavy-duty jaws.

No. 1142

No. 240

Inch mm Inch mm O.D.

18681 175 6 3/4 175 1 34 0,2 6
18691 240 9 1/2 240 1 1/4 43 0,3 6
18701 300 11 3/4 300 1 1/2 48 0,6 6

Inch mm O.D. Inch mm lb. kg 

92660 3215 4 - 18 114 - 457 74 1/2 1892 56.000 25.401 71 1
92665 3229 1/4 - 2 1/2 13 - 73 17 1/2 445 13.800 6.260 5 1
92670 3231 3/4 - 4 26 - 114 22 1/2 572 17.600 7.983 10 1
92675 3233 1 - 6 33 - 168 32 813 20.100 9.117 13 1
92680 3235 1 1/2 - 8 48 - 219 40 1/2 1029 22.000 9.979 18 1
92685 3237 2 - 12 60 - 323 55 1/2 1410 31.000 14.061 30 1

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Length Capacity Weight
kg

Std.
PackType

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

SizeModel
No.

Cat.
No.

Length Breaking Strain Weight
kg

Std.
Pack

Pipe CapacityModel
No.

Cat.
No.
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Wrenches | Clamping

Inch mm O.D.

31375 S-2 2 60 3,3 1
31380 S-4A 5 141 15,2 1
31385 S-6A 6 168 20,6 1
31390 S-8A 8 219 31,1 1

Inch mm Inch mm

86902 756 Adj. wrench 6 150 3/4 20 0,1 1
86907 758 Adj. wrench 8 200 7/8 25 0,2 1
86912 760 Adj. wrench 10 250 1 1/8 30 0,3 1
86917 762 Adj. wrench 12 300 1 5/16 35 0,6 1
86922 765 Adj. wrench 15 375 1 11/16 40 1,3 1
86927 768 Adj. wrench 18 450 2 1/16 50 2,3 1
86932 774 Adj. wrench 24 600 2 7/16 60 4,2 1

16503 776 Plumber’s wide-mouth Adj. 6 150 7/8 25 0,4 2
16508 777 Plumber’s wide-mouth Adj. 8 200 1 1/8 30 0,5 2
16513 778 Plumber’s wide-mouth Adj. 10 250 1 5/16 35 0,7 2

Adjustable
Wrenches
• High grade Chrome-Vanadium alloy steel.
• Forged and Heat-treated for durability.
• Cobalt plated finish to reduce rust and corrosion.
• Jaw scales in SAE and metric for quick adjustment.
• Plumber’s wide-mouth adjustable wrenches provide

extended tapered jaws and a compact handle for
hard to reach areas.

Compound
Leverage Pipe
Wrench
• Unique design multiplies the turning force applied to a pipe.
• Ideal for freeing locked couplings and joints frozen by age or damage.

Inch mm Inch mm O.D.

31170 1010 Basin Wrench 10 250 3/8 - 1 1/4 17 - 43  0,8 1
31175 1017 Telescopic 10 - 17 250 - 425 3/8 - 1 1/4 17 - 43 0,9 1
31180 1019 Telescopic 10 - 17 250 - 425 1 1/4 - 2 1/2 43 - 76 0,9 1

No. 342

No. 1017

Internal Wrench
• Designed for holding closet spuds and bath,

basin and sink strainers through 2”.
• Use to install or extract 1” through 2” nipples.
• Jaws expand by eccentric action and are reversible

for various sizes.

Basin Wrenches
• Spring-loaded jaws of forged alloy steel provide fast,

one-hand ratcheting.
• Tension plug holds head in any position up to 90° angle.
• Telescopic shanks on Nos.1017 and 1019 quickly adjust for

lengths from 10” to 17”.    

Inch mm

31405 342 1 - 2 25 - 50  0,7 1 

Plumber’s Wide- Mouth Adjustable

No. 765 No. 778
NEW

Length Capacity Weight
kg

Std.
Pack

DescriptionModel
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Length Capacity Weight
kg

Std.
Pack

TypeModel
No.

Cat.
No.

Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.
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Inch mm

40130 40-A 1/8 - 2 1/2 10 - 76  22,0 1

Inch mm

16703 425 1/8 - 2 1/2 3 - 60 14,5 1
72037 460 1/8 - 6 10 - 168 21,4 1

Clamping | Pipe Vices

No. 40-A

Portable Tristand Vices
• Integral legs and tray fold in for easy carrying and setup.
• Large vice base overhangs front legs for clear tool swing.
• Complete with slots for hanging tools, pipe rest, three pipe benders, and ceiling brace screw.

Tristand with Yoke Vice

No. 460

Tristand with Chain Vice
• No. 425 is lightweight and compact and  features a 'quick grab' self-

locking latch and carrying handle for ease of transport. 
• No. 460 features a larger work surface for increased pipe capacity and a

receding ceiling jack.

Inch mm

40165 560 1/8 - 5 10 - 141 11,7 1

Top Screw Stand Chain Vice
• Sturdy cast-iron frame.
• Hardened alloy steel jaws.
• Equipped with pipe rest, pipe bender, and tool tray.
• Legs and connecting pipe not furnished.

No. 425

No. 425No. 460

No. 425 No. 460

NEW

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.
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Inch mm

40080 21 1/8 - 2 10 - 60 4,0 1 
40085 22 1/8 - 2 1/2 10 - 76 5,9 1 
40090 23 1/8 - 3 10 - 89 9,0 1 
40100 25 1/8 - 4 10 - 114 12,6 1 
40110 27 1/8 - 6 10 - 168 29,6 1

Inch mm

40125 39 1/8 - 2 1/2 10 - 76 7,0 1

Inch mm

40220 461 Straight Pipe Welding Vice 1/2 - 8 21 - 219 7,0 1 
40225 462 Angle Pipe Welding Vice 1/2 - 12 21 - 324 8,4 1 
40230 463 Elbow Pipe Welding Vice 2 1/2 - 8 76 - 219 6,4 1 
40235 464 Flange Pipe Welding Vice 2 1/2 - 8 76 - 219 7,8 1 

Inch mm

40185 BC210 1/8 - 2 1/2 10 - 76 3,5 1 
40195 BC410 1/8 - 4 10 - 114 6,7 1 
40190 BC210P* 1/2 - 2 7/8 15 - 70 3,4 1 
40200 BC410P* 1/2 - 4 1/2 15 - 110 6,6 1 
40205 BC510 1/8 - 5 10 - 141 6,8 1 
40210 BC610 1/4 - 6 14 - 168 11,1 1 
40215 BC810 1/2 - 8 21 - 219 17,3 1 

* For plastic pipe and tube.

Bench Chain Vices
• Rugged cast-iron base.
• Hardened alloy steel jaws.
• Handy pipe rest, and bender.
• Capacities of 1/8” through 8”.
• Two models available for plastic pipe.
• Toothless jaws are neoprene-coated to

prevent scoring of pipe.

Bench
Yoke Vices
• Yoke and base made of strong,

cast iron.
• Hardened alloy steel jaws.
• Convenient pipe rest and bender.

Portable
Yoke Vices
• Made of durable cast iron.
• Hardened alloy steel jaws.
• Easily attaches to workbench or post.
• Fits 4” plank.

No. 461
Straight Pipe Welding Vice

No. 462
Angle Pipe Welding Vice

No. 463
Elbow Pipe Welding Vice

No. 464
Flange Pipe Welding Vice

Pipe Welding
Vices
• Made of durable

performance-proven material.
• Designed to resist strain, heat, and

warpage during tacking.
• Machined swivel nuts and pins.
• Special chain screws, give smooth

and trouble-free assembling of the
vice onto pipe.

Pipe Vices | Clamping

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Pipe Capacity Weight
kg

Std.
Pack

Model
No.

Cat.
No. Description



16

16601 1100 83 x 50 30 80,0 21,0 1

Workbenches
• Heavy duty construction.
• Tough wood working surface which has been specially treated to resist water and dust.
• The legs are of tubular construction designed to carry heavy loads.
• The benches are simple to erect and dismantle and easy to transport.
• Available in 3 sizes.

Model 1100 Worktable

Model 1300 Worktable

Model 1400
Worktable

Clamping | Workbenches

16361 1300 108 x 62 25 83,6 34,0 1

15841 1400 107 x 75 35 84,0 40,0 1

Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Size 
cm

Table Top
Thickness

mm

Height 
cm

Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Size 
cm

Table Top
Thickness

mm

Height 
cm

Weight
kg

Std.
Pack

Model
No.

Cat.
No.

Size 
cm

Table Top
Thickness

mm

Height 
cm
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Junior: dimensions mm (see drawing) 

B W GL S axb D1 D2 d 

10808 120 — 120 130 330 50 75 x 70 150 115 14 10,0
10809 140 — 140 180 430 55 95 x 85 180 145 14 18,0

Superior: dimensions mm (see drawing) 

B W GL S axb D1 D2 d 

10814 120 3/8” - 3” 120 150 340 50 75 x 70 150 115 14 10,0
10815 140 1/2” - 3 1/2” 140 200 440 55 95 x 90 180 145 14 18,0
10816 160 1/2” - 4” 160 225 500 65 120 x 110 180 145 14 25,0

Matador: dimensions mm (see drawing) 

B W GL S axb D1 D2 d 

10803 100 — 100 125 270 36 65 x 60 120 90 11 6,0
10804 120 — 120 150 340 50 75 x 70 150 115 14 10,0
10805 140 — 140 200 440 55 95 x 90 180 145 14 18,0
10806 160 — 160 225 500 65 120 x 110 180 145 14 25,0
10807 180 — 180 225 500 65 120 x 110 180 145 14 26,0

Superior
• Professional vice with built-in pipe jaws for

the installation industry.

Peddinghaus Vices | Clamping

RIDGID® Peddinghaus vices reknowned 
for quality and durability,
produced in Germany for over 100 years.

• All forged steel construction 3 times
stronger than cast iron.

• Hardened and serrated jaws for
maximum durability.

• Large hardened anvil you can really use.

• Machined and hardened sliding
surfaces.

• Rolled twin start Acme thread for
precise operation and longevity.

• Removable steel spindle nut.
• Measuring scale.

Matador
• Professional bench vice for the workshop.

Junior
• Medium-duty vice for the professional and

serious DIY-er.

Weight
kg

Model
No.

Cat.
No.

Pipe 
Capacity

Weight
kg

Model
No.

Cat.
No.

Pipe 
Capacity

Weight
kg

Model
No.

Cat.
No.

Pipe 
Capacity
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Cat. No. Type Weight kg Std. Pack

10331 Peddi-Lift Only 14,0 1
10337 Peddi-Lift with Matador 120 24,0 1

Clamping | Peddinghaus Accessories

Clamping Screws
• For attaching vices to the bench.

360° Swivel Bases
• Allows vice to lock securely in any position.

Peddi-Lift
• Mechanical elevator folds away under workbench to

leave bench top free for other work.

Automatic Elevators

Height adjustment: 200 mm.

Height adjustment: 300 mm.

Mechanical Elevators
• Serve to raise or lower the vice to the correct working height.

Cat. No. Type Weight kg Std. Pack

10313 Mechanical Elevator - Matador 100 13,0 1
10314 Mechanical Elevator - Matador 120 13,0 1
10315 Mechanical Elevator - Matador 140 / 180 13,0 1
10725 Mechanical Elevator - Superior 120 13,0 1
10726 Mechanical Elevator - Superior 140 / 160 13,0 1
10733 Mechanical Elevator - Junior 120 13,0 1
10734 Mechanical Elevator - Junior 140 13,0 1

Cat. No. Type Weight kg Std. Pack

10213 Swivel Base - Matador 100 0,9 1
10214 Swivel Base - Matador 120 1,3 1
10215 Swivel Base - Matador 140 / 180 3,0 1
10217 Swivel Base - Junior 120 1,3 1
10218 Swivel Base - Junior 140 3,0 1
10616 Swivel Base - Superior 120 1,3 1
10617 Swivel Base - Superior 140/160 3,0 1

Cat. No. Type Weight kg Std. Pack

10223 Clamping Screw - Matador 100 1,4 1
10224 Clamping Screw - Matador 120 2,1 1
10225 Clamping Screw - Junior 120 2,1 1
10730 Clamping Screw - Superior 120 2,1 1

Cat. No. Type Weight kg Std. Pack

10323 Automatic Elevator - Matador 100 15,0 1
10324 Automatic Elevator - Matador 120 15,0 1
10325 Automatic Elevator - Matador 140 15,0 1
10335 Automatic Elevator - Matador 160 / 180 15,0 1
10727 Automatic Elevator - Superior 120 15,0 1
10728 Automatic Elevator - Superior 140 15,0 1
10729 Automatic Elevator - Superior 160 15,0 1
10731 Automatic Elevator - Junior 120 15,0 1
10732 Automatic Elevator - Junior 140 15,0 1
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Its unique design and built-in quality features make it
one of the most desirable handtools of the past decades.
A real 3 in 1 tool capable of clamping, bending and straightening.

Multiplus | Clamping

Multiplus: dimensions mm (see drawing) 

B W GL S axb D1 D2 d 

35821 120 — 120 140 390 50 75 x 75 150 115 14 20,0
15318 160 — 160 240 535 65 120 x 110 180 145 14 37,0

83636 — Former 12 mm 62 mm + + 0,8 1
83556 — Former 15 mm 62 mm x x 1,0 1
83566 — Former 18 mm 77 mm x x 2,0 1
83576 — Former 22 mm 114 mm x x 2,0 1
83646 — Former 28 mm 114 mm N/A + 2,0 1
83606 — Straightening Tool — x x 1,5 1

Multiplus
Professional multipurpose vice with bending and straightening attachment.

• Suitable for bending steel, stainless steel and hydraulic pipes and staightening steel strips.
• A force of 2,5 / 3,5 tons is applied by the spindle of the Multiplus 120 / 160, allowing bends of AISI 304 stainless steel pipe up to 22 / 28 mm with 1,5 mm

wall thickness.
• Supplied complete and ready to use with 15 mm - 18 mm - 22 mm formers, straightening anvil and 2 corner supports.

Accessories

N E W  
MULTIPLUS 120

x = standard, + = option, N/A = not available

Weight
kg

Model
No.

Cat.
No.

Pipe 
Capacity

Weight
kg

Model
No.

Cat.
No. Description Radius Multiplus 120 Multiplus 160

Std.
Pack



20

Twin Horn anvil - Model No. 5 9 12

Cat. No. 14165 14169 14190

Weight kg 35 75 125

Width of face  mm 95 125 130

Length of face mm 205 265 300

Length of each horn mm 135 185 210

Total length mm 475 635 720

Total height mm 200 265 310

Base mm 170 x 195 235 x 275 270 x 345

Inch mm 

11052 2 Pionier Vice 1/8 - 2 10 - 60 4,3
11053 3 Pionier Vice 1/8 - 3 10 - 89 6,5
11054 4 Pionier Vice 1/8 - 4 10 - 114 10,0

Inch mm 

12202 2 Pionier Workstand 1/8 - 2 10 - 60 23,0
12203 3 Pionier Workstand 1/8 - 3 10 - 89 30,0

Anvils
Drop forged steel construction. Ground and hardened top surface.

Twin Horn Anvil

• Available in weights from 35 kg to 125 kg.
• Models 9 and 12 have tool locating holes.

Clamping | Snap-On Jaws, Pionier Pipe Vices, Peddinghaus Portable Workstand and Anvils

Pionier Hinged 
Pipe Vices
• Made from high grade cast iron.
• Replaceable hardened steel jaws.
• Rolled spindle thread.
• Available in three models ( 2”- 3”- 4”).

Portable
Workstand
with Pipe Vice
Portable workstand equipped with
pipe vice
• Pipe bending plate.
• Storage shelf for tools and hinged floor board

for stability.
• Special safety lock stops workstand

accidentally falling forward. 

Cat. No. Type Weight kg Std. Pack

10834 Pipe Jaw - 120 0,5 1
10835 Pipe Jaw - 140 0,7 1
10836 Pipe Jaw - 160 0,9 1
10837 Pipe Jaw - 180 1,0 1

10844 Set of 2 Plastic Jaws - 120 0,4 1
10845 Set of 2 Plastic Jaws - 140 0,5 1
10846 Set of 2 Plastic Jaws - 160 0,5 1
10847 Set of 2 Plastic Jaws - 180 0,6 1

10874 Set of 2 Steel Jaws - 120 1,8 1
10875 Set of 2 Steel Jaws - 140 1,5 1
10876 Set of 2 Steel Jaws - 160 2,1 1

10884 Set of 2 Prismatic Jaws - 120 1,0 1
10885 Set of 2 Prismatic Jaws - 140 1,3 1
10886 Set of 2 Prismatic Jaws - 160 1,8 1

Snap-On Plastic Jaws

Snap-On Steel Jaws Snap-On Steel Prismatic
Jaws

Snap-On Jaws
RIDGID® Peddinghaus snap-on jaws adapt your Matador vice to handle any kind of job, securely and safely clamping the workpiece.

Snap-On Steel Pipe Jaws

Portable stand fits all anvils
380 x 460 x 550 mm

Cat. No. 14200

• Model No. 2 bends 1/2” to 1 1/2” pipe.
• Model No. 3 bends 1” to 2” pipe.

Inch mm 

12022 — Vice clamp for Model No. 2 * — — 1,4
12223 — Vice clamp for Model No. 3* — — 1,4

* Both models can be fitted with Matador or Superior Model 120 vices
(requires vice clamp).

Accessories

Weight
kg

Capacity
Description Model

No.
Cat. 
No.

Weight
kg

Capacity
Description Model

No.
Cat. 
No.

Weight
kg

Capacity
Description Model

No.
Cat. 
No.



Threading and
Roll Grooving
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Cat. No. Model Description Dies Weight kg Std. Pack

13073 11-R 3/8”- 1 1/4” RH Threader & Metal Case BSPT 14,1 1
13078 11-R 3/8”- 2” RH Threader & Metal Case BSPT 18,4 1
13083 11-R 1/2”- 1 1/4” RH Threader & Metal Case BSPT 13,3 1
13088 11-R 1/2”- 2” RH Threader & Metal Case BSPT 17,5 1
13093 11-R 3/8”- 2” LH-RH Threader & Metal Case BSPT 34,0 1

For Die Heads see page 24
For Dies see page 25

Accessories

Cat. No. Model Description Weight kg Std. Pack

13798 11-R Metal Case 6,5 1
37777 11-R / R-200 Ratchet & Handle ASSY 2,4 1

Threading | Hand Threading

Manual Pipe Threaders
11-R Hand Threader Sets & Ratchet
• Heavy-duty cast iron construction.
• “Easy-start” die geometry for easier thread starting.
• New die profile for superior thread quality.
• Larger and more coolant slots for better die lubrication.
• Cast iron cover plate for more rigidity and more consistent thread quality.

RIDGID® threading equipment combines superior thread quality with robustness and ease of use.
Convince yourself why RIDGID® threading equipment is considered by millions of users as the best that money can buy.
There is no substitute. Insist on genuine RIDGID® threading equipment.

For oil see page 39
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12-R Exposed Ratchet Threaders
• Die heads lock into ratchet assembly and are

removed by pulling out the ratchet knob.
• Supplied in a plastic carrying case.

Hand Threading | Threading 

31-A BSPT 1/2, 
3/4, 1 65320 — — — 4,6 1

Cat. No. Model Description Weight kg Std. Pack

38625 12-R Metal Case for 6 Heads 7,0 1
97375 12-R Metal Case for 9 Heads 8,0 1
21218 12-R Plastic Case 2,5 1
38555 12-R Ratchet & Handle only 2,3 1

BSPT* NPT NPSM

12-R 1/2 - 2 65255 36475 36510 15,8 1
12-R 1/8 - 2 65285 36505 — 20,7 1

* Right hand 

3-Way Pipe Threaders
Three Pipe Sizes in one easy to use unit.

Accessories

Model 
No.

Weight
kg

Std. 
Pack

Cat. No.Capacity
inch

Model 
No.

Weight
kg

Std. 
Pack

Capacity 
in.

RH
Alloy

LH
Alloy

RH High
Speed

RH High
Speed for
Stainless

Steel

For oil see page 39

For Die Heads see page 24
For Dies see page 25

• Uses 12-R dies.
• Built in pipe guides.
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Die Head furnished as 
Die Head Complete,
less Dies and appropriate 
Die Set (2 separate items).

BSPT = British Standard Pipe Taper
BSPP = British Standard Pipe Parallel
NPT = National Pipe Taper
NPSM = National Pipe Straight Mechanical
ISO = International Standards Organisation

Threading | Hand Threading

Pipe Die Heads Complete
Alloy Dies: recommended for threading regular steel pipes. 
High-Speed Dies (HS): recommended for threading higher strength steel pipes.

Die Material or Type Nominal Pipe Size
1/8” 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2”

(BSPT)
Alloy RH 65705 65710 65715 65720 65725 65730 — — —
High-Speed RH 65765 65770 65775 65780 65785 65790 — — —

(BSPP)
Alloy RH — 65795 65800 65805 65810 65815 — — —

(NPT)
Alloy RH 36875 36880 36885 36890 36895 36900 — — —
High-Speed RH 36935 36940 36945 36950 36955 36960 — — —
High-Speed for Stainless Steel RH 36965 36970 36975 36980 36985 36990 — — — 

(NPSM)
Alloy RH 36995 37000 37005 37010 37015 37020 — — —

Die Material or Type Nominal Pipe Size
Model No. 11-R 20 mm 25 mm 32 mm 40 mm

(ISO) 
Alloy RH 75005 75010 75015 75020

Electrical
Conduit

Model
No. OO-R

Die Material or Type Nominal Pipe Size
1/8” 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2”

(BSPT)
Alloy RH 65550 65555 65560 65565 65570 65575 65580 12553 12558
High-Speed RH — — 65620 65625 65630 65635 65640 — —
High-Speed LH 13028 13033 13038 13043 13048 13053 13058 13063 13068

(BSPP)
Alloy RH — — 65680 65685 65690 65695 65700 — —

(NPT)
Alloy RH 37025 37030 37035 37040 37045 37050 37055 20923 20943
High-Speed RH 37095 37100 37105 37110 37115 37120 37125 20928 20948

(NPSM)
Alloy RH 37165 37170 37175 37180 37185 37190 37195 — —

Model
No. 11-R

Die Material or Type Nominal Pipe Size
1/8” 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2”

(BSPT)
Alloy RH 65950 65955 65960 65965 65970 65975 65980 65985 65990
High-Speed RH — — — 66040 66045 66050 66055 66060 66065
Plastic Coated RH — — — 25026 24016 24026 24036 24046 24056

(BSPP)
Alloy RH — 49932 49937 49942 49947 49952 — 49962 49967

(NPT)
Alloy RH 37375 37380 37385 37390 37395 37400 37405 37410 37415
Alloy LH — — — 37435 37440 37445 37450 37455 37460
High-Speed RH 37465 37470 37475 37480 37485 37490 37495 37500 37505
High-Speed for Stainless Steel RH 37510 37515 37520 37525 37530 37535 37540 37545 37550
High-Speed for PVC RH — — — 83460 83465 83470 83475 83480 83485
Alloy for IMC RH — — — 92690 92695 92700 92705 92710 92715
High Speed for Plastic Coated RH — — — 51857 51862 51867 51872 51877 51882

(NPSM)
Alloy RH 37555 37560 37565 37570 37575 37580 37585 37590 37595

Model
No. 12-R

11-R Die Heads also suitable for use with 600/690 power drives.

12-R Die Heads also suitable for use with 700 power drives.

Ratchet & Handle, OO-R (38540)
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(BSPP) 1/8”- 28 1/4”- 19 3/8”- 19 1/2”- 14 3/4”- 14 1”- 11 1 1/4”- 11 1 1/2”- 11 2”- 11
Alloy RH 66190 66195 66200 66205 66210 66215 66220 66225 66230
Alloy LH — 66280 66285 66290 66295 66300 66305 — —

Receding Threader Pipe Dies For 65R-C & 65R-TC Ratchet Threaders

(BSPT) British Std. Pipe Taper (NPT) National Pipe Taper

Die Material or Type 1” Thru 2”- 11 TPI 1” Thru 2”-11 1/2 TPI

High-Speed RH 66450 38100 1
HS for Stainless Steel RH — 38105 1
HS for Cast Iron RH — 38110 1

* Dies can be reversed in Die Head for threading or restoring damaged threads close to wall.

Die Material or Type Nominal Pipe Size - Threads Per Inch

(BSPT) British Standard Pipe Taper 1/8”- 28 1/4”- 19 3/8”- 19 1/2”- 14 3/4”- 14 1”- 11 1 1/4”- 11 1 1/2”- 11 2”- 11

Alloy RH 38677 38682 38687 38692 38697 38702 38707 38712 38717

Pipe Dies For R-200 Ratchet Threaders

Die Material or Type Nominal Pipe Size - Threads Per Inch

(BSPT) 1/8”- 28 1/4”- 19 3/8”- 19 1/2”- 14 3/4”- 14 1”- 11 1 1/4”- 11 1 1/2”- 11 2”- 11

Alloy RH 66110 66115 66120 66125 66130 66135 66140 66145 66150
High Speed RH 66310 66315 66320 66325 66330 66335 66340 66345 66350
High Speed Reversible* RH — — 56337 56342 56347 56352 56357 56362 56367
High Speed for Plastic Coated RH — — — 15261 15271 15281 15291 15301 15311
High speed LH 66405 66410 66415 66420 66425 66430 66435 66440 66445

(NPSM) 1/8”- 27 1/4”- 18 3/8”- 18 1/2”- 14 3/4”- 14 1”- 11 1/2 1 1/4”- 11 1/2 1 1/2”- 11 1/2 2”- 11 1/2

Alloy RH 37945 37950 37955 37960 37965 37970 37975 37980 37985

Nominal Conduit Size in mm - Thread Pitch in mm
(ISO) 16 - 1,5 20 - 1,5 25 - 1,5 32 - 1,5 40 - 1,5

Alloy RH — 85830 76305 85835 76315

Nominal Pipe Size - Threads Per Inch

(NPT) 1/8”- 27 1/4”- 18 3/8”- 18 1/2”- 14 3/4”- 14 1”- 11 1/2 1 1/4”- 11 1/2 1 1/2”- 11 1/2 2”- 11 1/2

Alloy RH 37810 37815 37820 37825 37830 37835 37840 37845 37850
High Speed RH 37855 37860 37865 37870 37875 37880 37885 37890 37895
High Speed LH 38045 38050 38055 38060 38065 38070 38075 38080 38085
HS for PVC RH — 70680 70685 70690 70695 70700 70705 70710 70715
High Speed Reversible* RH — — — 49707 49712 49717 49722 49727 49732

Hand Threading | Threading 

Drop Head Threader Dies
Alloy Dies: recommended for threading regular steel pipe.
High-Speed Dies (HS): recommended for threading higher strength steel pipes.

Pipe Dies For 11-R, 12-R, 0O-R, 111-R, 0-R Ratchet Threaders or 30A, 31A 3-Way Pipe Threaders

Std. 
Pack
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Threading | Power Threading

Model 600 Power Threader
Pipe capacity: 1/8”- 1 1/4”

Features 
• Motor: Universal, reversible 1020 W motor ~ 25 - 60 Hz.
• Switch: Heavy-duty paddle-type switch with safety lock-off switch.

Separate Forward / Reverse switch.
• Gear Head: Spur and worm gear reduction drive.
• Gear Housing: Die cast aluminium.
• Body & Handle: Heavy-duty fiberglass reinforced plastic.
• Spindle Speed: 32 RPM (no load).
• Die Heads: 11-R.
• Capacity: 1/8” – 1 1/4” pipe.
• Weight: 5,5 kg (machine only).
• Support Arm: No. 601.

73442 418 Oiler with 5 litres of Thread Cutting Fluid 9,80 1
34497 601 Support Arm 1,36 1
13793 — Metal Carrying Case 5,50 1

Accessories

13621 600 230 V Machine Only — 5,5 1
13631 600 115 V Machine Only — 5,5 1
14151 600 230 V Machine Only (Switzerland Only) — 5,5 1
13571 600-C 230 V 1/2”- 11/4” with Support Arm and Carrying Case BSPT 14,5 1
14171 600-C 230 V 1/2”- 11/4” with Support Arm and Carrying Case (Switzerland Only) BSPT 14,5 1
13661 600-C 115 V 1/2”- 11/4” with Support Arm and Carrying Case BSPT 14,5 1

For Die Heads see page 24
For Dies see page 25

Cat. 
No.

Weight
kg

Std. 
PackDiesModel

No. Description

Cat. 
No.

Weight
kg

Std. 
Pack

Model
No. Description

For oil see page 39
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Power Threading | Threading 

Features 
• Motor: Universal, reversible 1020 W motor ~ 25 - 60 Hz.
• Switch: Heavy-duty paddle-type switch with safety lock-off switch.

Separate Forward / Reverse switch.
• Gear Head: Spur gear reduction drive.
• Gear Housing: Die cast aluminium.
• Body & Handle: Heavy-duty fiberglass reinforced plastic.
• Spindle Speed: 32 RPM (no load).
• Die Heads: 11-R.
• Capacity: 1/8” – 2” pipe.
• Weight: 8,5 kg (machine only).
• Support Arm: No. 691.
• Ratchet Ring: For 1/8” – 1 1/4” die heads.

Model 690 Power Threader
Pipe capacity: 1/8”- 2”

73442 418 Oiler with 5 litres of Thread Cutting Fluid 9,8 1
43292 691 Support Arm for 690 2,0 1
13788 Metal Carrying Case for 690 6,0 1
39187 Ratchet Ring 0,5 1

Accessories

51992 690 230 V Machine Only — 8,5 1
51987 690 115 V Machine Only — 8,5 1
51997 690 230 V Machine Only (Switzerland Only) — 8,5 1
41732 690-C 230 V 1/2”- 2" with Support Arm and Carrying Case BSPT 25,0 1
41737 690-C 230 V 1/2”- 2” with Support Arm and Carrying Case (Switzerland Only) BSPT 25,0 1
41967 690-C 115 V 1/2”- 2” with Support Arm and Carrying Case BSPT 25,0 1

For Die Heads see page 24
For Dies see page 25

Cat. 
No.

Weight
kg

Std. 
PackDiesModel

No. Description

Cat. 
No.

Weight
kg

Std. 
Pack

Model
No. Description

For oil see page 39
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Threading | Power Threading

42600 770 Adapter for OO-R and OO-RB 2 1
42605 771 Adapter for O-R 2 1
42610 772 Adapter for 11-R and R-200 (1/8”- 11/4”) 2 1
42615 773 Adapter for 111-R 1 1
42620 774 Square Drive Adapter - (15/16”) 24 mm for 141 Geared Threader 2 1
42625 775 Support Arm for No. 700 5 1
42950 B-171-X Metal Carrying Case for No. 700 and Accessories 13 1

46832 700 115 V 25 - 60 Hz BSPT 14 1
12651 700 230 V 25 - 60 Hz Double Insulated BSPT 14 1
16251 700-C 115 V 25 - 60 Hz 1/2”- 2” BSPT BSPT 37 1
16241 700-C 230 V 25 - 60 Hz 1/2”- 2” BSPT BSPT 37 1

700-C includes carrying case, die heads and No. 775 support arm.

Accessories

Model 700 Power Threader
Pipe capacity: 1/8”- 2”

2 1/2”- 4” with optional 141 geared threader

Features 
• Motor: Universal 1100 W, 230 V or 115 V, 25 - 60 Hz.
• Gear Head: All-spur gear reduction. Spring loaded adapter pawl.

Hardened steel spindle gear.
• Capacity 1/8”- 2’’ pipe. 

Designed for RIDGID® No. 12-R die heads.
Other RIDGID® die heads (OO-R, OO-RB, 11-R) using adapters,
threading 2 1/2” through 4” with optional 141 geared threaders
(requires 774 adapter).

• Body: Cast aluminium. 

For Die Heads see page 24
For Dies see page 25

Cat. 
No.

Weight
kg

Std. 
PackDiesModel

No. Description

Cat. 
No.

Weight
kg

Std. 
Pack

Model
No. Description

For oil see page 39

700-C

Support Arm: No. 775.
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Model 300 Compact
Pipe capacity: 1/8”- 2”

2 1/2”- 4” with optional 141 geared threader

Features 
• Motor: 1,7 kW Universal 25 - 60 Hz.
• Motor Control: Reverse / Off / Forward, heavy-duty, 

rotary-type plus integral footswitch.
• Spindle Speed: 38 RPM.
• Chuck: Hammer-type with replaceable, rocker-action jaw

inserts.
• Rear Centering Device: Cam action.
• Oiling System: Through-the-head, with an integral oil reservoir.

Self-priming, constant-flow, geroter pump.

Standard Equipment
• Die Head: Model 815A (BSPT) 1/8”- 2”, Self-Opening.
• Dies: 1/2”- 3/4” BSPT 1”- 2” BSPT.
• Cutter: Model 360, 1/8”- 2” full floating,

self-centering with E-1032 Cutter Wheel.
• Reamer: Model 344, 1/8”- 2”.
• Oil: 5 Litres Thread Cutting Fluid.
• Weight: 47 kg (less die head).

Bolt: 6 - 52 mm up to 30 RC
Suitable for use with RIDGID¨ 916 & 918 Roll Groovers

50697 300 Compact 230 V 25 - 60 Hz Universal 1/8 - 2 38 • 52,0 1

50692 300 Compact 115 V 25 - 60 Hz Universal 1/8 - 2 38 • 52,0 1

20391 300 Compact (DK) 230 V 25 - 60 Hz Universal 1/8 - 2 38 • 52,0 1

For Stands see page 36
For Die Heads see page 40 - 41
For Dies see page 42 - 46

Cat 
No.

Model
No. Motor

Capacity
inch

Speed
RPM

Weight
kg

Std. 
Pack

Die Head 
Self Opening 

815A

For oil see page 39
















































































































































































































































































































